1.1.1 Extern

In a Master/Standalone PBX the predefined name „EXTERN“ can be used to register a gateway which receives all calls which cannot completed within the PBX. In a slave PBX this is not available because all calls to unknown destinations are routed to the master.

1.1.1.1 Basic Functionality

	Funktion
	Testschritt
	OK

	Register to EXTERN at local gateway
	Use a GW definition on the local gateway to register to EXTERN. Select “Registration at gatekeeper as gateway. Use 127.0.0.1 as gatekeeper address and “EXTERN” as Alias.
	

	
	The registration shows in PBX/Registrations under the name “_EXTERN_”
	

	Outgoing call to EXTERN
	Configure a route to some destination which can receive call (e.g. another PBX with phones registered).
	

	
	An outgoing call to this destination works
	

	Incoming call thru EXTERN
	Configure a route from some source to the EXTERN GW.
	

	
	An incoming call thru EXTERN to a PBX extension works
	


1.1.1.2 Call Diversion to EXTERN

	Funktion
	Testschritt
	OK

	CFU
	Configure a CFU for a PBX user to an EXTERN destination
	

	
	Call the user, the call is diverted to the EXTERN destination
	

	CFB
	Configure a CFB for a PBX user to an EXTERN destination
	

	
	A call to the busy user is diverted
	

	CFNR
	Configure a CFNR for a PBX user to an EXTERN destination
	

	
	A call to the user is diverted after the CFNR timeout
	


