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How to use the licenses on the innovaphone Gateways

This information applies to

· IP 3000, V5

· IP 400, V5

· IP 202, V5

· IP 21, V5

Build V5-SR1 and later.

Summary

The new license scheme allows install and distribution of various license types on an innovaphone Gateway and PBX. The  following components are involved:

· The end user or the reseller gets an “activationkey”, this key contains a number of “license”. An activationkey is similar to a prepaid calling card, the difference is that is allows the owner to generate as much “licensekeys” as “licenses” are on the activation key. 

· How to make Licensekeys from  Activationkeys see “How to use activationkeys” and http://ww.innovaphone.com/license/activate.php . The result of this procedure is a license file containing one or more license keys. Each Licensekey must be installed only on a single Gateway. 

· One or more Licensekeys are installed on the gateway with a new webinterface. An existing installation may be upgraded by installing more licensekeys.

· Installed keys and their usage is shown on the “info” page of the webinterface.

· Licensekeys for the PBX must  be installed only a single gateway, but the user can choose at any time on which particular gateway he install the license

· Licensekeys for the Relay module must be installed exactly on the gateway that was specified during licencekey generation.

· Licenses to enable PC software like softwarephones or the  operator console may be installed on the individual PC´s or only once for many PC´s  on the innovaphone PBX.

More Information

The following license types are supported:

· PBX Registrations. This license type is identical to the older PBX licenses. Old licenses can be reused. For each incoming registration on a active PBX is one license used. Outgoing registrations (e.g. to from a location PBX to a master PBX) don’t need a license. Standby registrations PBX don’t need a license either ( e.g. at a standby PBX or at registrations at master PBX for foreign location ) . Standby registration are marked red in the registration screen.

· PBX Softwarephone: This license type enables innovaphone Softwarephones.

· PBX Operators: This license type enables innovaphone Operator consoles.

· Relay Registrations are needed for each incoming registration to the Relay ( All  Aliases on  GW1..12 in Gatekeeper client mode ).

· Relay PRI licenses are needed to route voice calls from and to  IP3000 PRI interfaces. If only a single PRI interface is licensed on a IP3000 gateway, the administrator can define which PRI is active. See  Config applet->PRI1/2->Checkbox “disable voice routing”.

· A special license “innovaphone” is implicitly always installed for 1000 users. It allows to use certain software  together with innovaphone gateways without further licensing. Currently such software does not exist.

The total number of installed licenses and their usage is shown on the first screen of the webinterface:

Info 
	Version 
	V5.00 hotfix IP3000[03-5479], Bootcode[115], HW[106] 4096/16384

	Serialno 
	00-90-33-02-00-f2

	Coder 
	30 channels

	HDLC 
	30 channels

	SNTP-Server
	130.149.17.21

	Localtime 
	24.07.03 01:31

	Uptime 
	0d 6h 41m 44s

	  
	

	Relay-Licenses
	Registrations=100/0

PRIs=2/2

	PBX-Licenses
	innovaphone=1000/0

Registrations=100/67

Operators=100/0

SoftwarePhones=100/1


To administer the license, a new button has been added on the left side of the webinterface :

Licenses 
	type
	Name
	action 

	PBX
	Registrations=100,innovaphone:xxxx-xxxx-xxxx-xxxx
	download delete 

	PBX
	Operators=100,innovaphone:xxxx-xxxx-xxxx-xxxx
	download delete 

	PBX
	SoftwarePhones=100,innovaphone:xxxx-xxxx-xxxx-xxxx
	download delete 

	Relay
	PRIs=2,00-90-33-02-00-f2,innovaphone:xxxx-xxxx-xxxx-xxxx
	download delete 

	Relay
	Registrations=100,00-90-33-02-00-f2,innovaphone:xxxx-xxxx-xxxx-xxxx
	download delete 




download all
delete all 
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This webpages shows all installed licenses, it also allows to install new license files and to backup all or individual licensekeys. 

Since the licensekeys are stored in the vars section of the configuration, the Config save / Config upload mechanisn also covers the licensekeys.

Installation

V5SR1 Standard installation

Configuration

No special configuration needed

References
Hints and Caveats

· For upgrading from older version a license for the Relay module is in almost every configuration needed. To get the licensekey for “old” gateway, follow the procedure  at http://ww.innovaphone.com/license/activate.php and use the wellknown activationkey ACT-M-00-90-33-xx-yy-zz , where xx-yy-zz are the last digits of the serial number (mac-address ) of your gateway. The serial number is shown on the info-screen and printed on the label. Using this activationkey you get 100 Relayregistrations and ( on a IP3000 ) 2 PRIs.

· When a standby PBX is promoted to a master PBX, the PBX licenses must be moved from the old master to the new master.

Known Problems
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