1.1.1 Multicast

The user type multicast implements a announcement function using IP multicast. A call to multicast is sent to all users which are members of groups in which multicast is active member. The call to members is sent with a facility which makes the phones to accept the call immediately in loudspeaker mode.

At the user multicast a multicast address and port are configured. The media data is sent to this multicast address. This multicast address is signalled to the receiving phones so that they listen to this multicast address.

The network infrastructure must forward these multicast packet to make this work.

The innovaphone gateways used as router do not forward multicast packets at the moment! This is a known problem.

1.1.1.1 Basic Functionality

	Funktion
	Testschritt
	OK

	Add user multicast
	Add a new user. Select type multicast. Fill in name, nickname, number and local location. As multicast address configured 224.0.0.1 and as multicast port 20000.
	

	
	Add group multicast to multicast. Mark as active
	

	Add members to the multicast group
	Add the group multicast to some users. Do not mark as active.
	

	Call multicast
	Call from a phone, not member of the multicats group multicast.
	

	
	All the phones in the multicast group answer the call immediately. The call is signalled as diverted call with diverting number multicast.
	

	
	Any voice is sent from the calling phone to all the members
	

	Second call to multicast
	When a call to multicast is still active, initiate a second call. This call is rejected with cause user busy.
	

	Members with active calls
	Establish a call between two member phones, call multicast. The active call is put on hold and the multicast call is answered.
	

	
	Configure no-knocking on the member phone. Establish call to another member phone. Call multicast. The active call is put on hold and the multicast call is answered.
	

	Phones registered to multicast user
	Register a phone to the multicast user directly. Call multicast. This phone receives the multicast call as well.
	


1.1.1.2 Call Diversion at multicast user

A CFU can be configured at the multicast user to divert any calls to multicast. A CFB or CFNR can be configured but are never executed.

	Funktion
	Testschritt
	OK

	CFU
	Configure a CFU at the multicast user (using a phone which is registered directly to multicast). Call multicast. The diversion is executed.
	


