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How to adjust volumes on the IP200

This information applies to

· IP 200

Version 4, Build 02-4236 and later

Summary

The IP200 allows to adjust handset, headset and hands-free gains and volumes.  Although this should not be necessary in normal operation, it is sometimes useful when working with headsets.  Here is how.

More Information

Configuration

The analogue receive gain for handset, headset and hands-free-use can be adjusted during a conversation with the key-left or key-right.

The adjusted values are saved when the call is terminated. At the next call, the values corresponding to the current mode will be restored.

The analogue send gain (microphone) for handset, headset and hands-free-use is  preset and fixed.  The preset can be adjusted with the following commands:

config change PHONECFG0 /handset 0..8 /headset 0..8
/handsfree 0..8.

config activate

While operating the analogue amplifier of the microphone can be adjusted with the following command:

mod cmd CODEC0 mic 0..8

This adjustment is not saved in flash. 

The preset digital amplifier can be adjusted during an ongoing conversation with the following telnet command:

mod cmd CODEC0 g[xrz] dB

x
- transmit gain (micro)

r
- receive gain (hörer)

z
- sidetone gain (feedback micro -> hörer)

dB
- dezibel von -20.0 bis 12.0 in 0.5 er Schritten

Commands for the present headset presets would be:

mod cmd CODEC0 gx 6.0

mod cmd CODEC0 gr -3.0

mod cmd CODEC0 gz -3.0
The presets can be adjusted with the following telnet commands:

config change CODEC0 /headset xdB,rdB,zdB /handset xdB,rdB,zdB /handsfree xdB,rdB,zdB

xdB/rDB/zdB
- dezibel from -20.0 to 12.0 in 0.5 - steps,

if the default value is to be retained, the corresponding value must be skipped.

(e.g. /headset ,,- 3.0),

/handset und /handsfree can be skipped, if you do not wish to make any changes.  Don’t forget

config write

config activate

The present presets are:

Handset
 


gx
  9.0 dB transmit gain

             



gr
  6.0 dB receive gain

             



gz
 -3.0 dB Sidetone gain

Headset 



gx
  6.0 dB transmit gain

             



gr  
-3.0 dB receive gain

             



gz
 -3.0 dB Sidetone gain

Hands-free-speaking system:
gx   
3.0 dB transmit gain

             



gr  
-3.0 dB receive gain

            



gz
  Sidetone gain disabled

For an exact adjustment of the hands-free-speaking system, there are also:

mod cmd CODEC0 gae xx
(gain of analog echo)

mod cmd CODEC0 att xx
(switchable attenuation)

mod cmd CODEC0 agc xx
(automatic gain control flags)

and the according 

config change CODEC0 /gae xx

config change CODEC0 /att xx

config change CODEC0 /agc xx

commands.
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